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www.strukturmetall.de Der Spezialist fiir strukturierte Edelstahlbleche

Dimensions

Materialdicke
Thickness of

materials

Einsatzgebiete
Application
fields

Preise
Prices
Lieferzeit

Delivery time

mit lasergeeigneter Schutzfolie

1250 x 2500 mm

Fixformate auf Anfrage

0,80/ 1,50 mm

Andere Dicken auf Anfrage

Aufzugbau, Ladenbau, Maschinenbau,
Kichenbau, Druck-, Verpackungs- und
Kopiermaschinen

Hohe Gleitfdhigkeit

auf Anfrage

aus freibleibendem Vorrat,

bzw. auf Anfrage

MUSTERGEWALZTE
EDELSTAHLBLECHE
PATTERN ROLLED Ti"i" ’il Q ﬂ !
STAINLESS STEEL SHEETS | , AL i 8 A\
3 tidh'l hh
‘i 1
Typ / Type SM-5WL Glasperle SM-5WL Pearl
Werkstoffe 1.4301 AlSI 304
Mafterials
Oberflache kaltgewalzt cold rolled
Finish

one-side laser suitable coated

1250 x 2500 mm

special dimensions on demand

0.80/ 1.50 mm

Other thickness on demand

Construction of elevators and shops,
engineering, construction of kitchens,
printing and packing machines and
photocopiers

high gliding quality

on demand

while stocks last, respectively

on demand
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